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EGR block-off plate
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Flyin' Miata

Congratulations on purchasing our Exhaust Gas Recirculation (EGR) block-off plate!  
The installation is pretty straightforward. Here are a few things you need to know. 

Please call or email us if you have installation questions. Our phone number and email 
are below.
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WARNING: Not everyone can perform every installation. It is critical that you be 
honest with yourself in regards to your ability. We’re more than happy to help, 
but there are only so many things we can do from the other end of a phone / 
computer. If in doubt, discuss the install with us before you dive in. Improper 

installation could cause injury and / or death!

Required tools:
• 10mm socket and ratchet or 10mm 

wrench
• Torque wrench

Acronyms
• EGR = Exhaust Gas Reciruculation

The installation of this part is very simple, but it must be installed in the correct place 
(if it looks like the plate is made wrong, it’s in the wrong place).  This plate replaces the 
EGR valve and bolts on in its place (1). It does not cover the hole left by the EGR tube 
(2). The picture should clarify this, but bear in mind that while different manifolds might 
not look exactly the same, they are the same in function. The reason for this is that 
the hole left by the EGR tube simply runs up to one of the holes left by the EGR valve. 
The other hole left by the EGR valve is open to the intake manifold, so it’s the one that 
needs to be blocked.  After removing the EGR valve, install our EGR block-off plate 
and torque the two included 10mm bolts to 14-18 lb-ft.

Torque specs
• 14-18 lb-ft


