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Thanks for purchasing our LLD fender vents. These will improve the aero on your car, increase brake cooling, 
and generally give your car that racecar look. If you have any suggestions for the product or instructions, 

please don’t hesitate to call or email. 
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INSTALLATION INSTRUCTIONS

WARNING: Not everyone can perform every installation. It is critical that you be honest 
with yourself in regards to your ability. We’re more than happy to help, but there are 
only so many things we can do from the other end of a phone / computer. If in doubt, 
discuss the install with us before you dive in. Improper installation could cause injury 

and / or death!

Required tools:
• Rivet gun with 1/8” attachment
• Sheet metal cutter (pref cut-off wheel)
• Hand drill

1. While you can remove the fender to perform this job, we recommend leaving it in place. 
Doing so will hold the fender stationary, so you don’t have to chase it around while trying to 
cut it. Just be sure that whatever you’re using to cut the fender won’t cut anything behind the 
fender. 

2. Spray soapy water on the fender, then carefully locate the template. We recommend using 
tape to hold the template in place as you experiment with positioning. Don’t put it too far 
towards the door, as the sheet metal curves in a bit and can interfere. Once you’re happy with 
the location, carefully remove the backing paper, then press the template into place. Be very 
careful to avoid any wrinkles, as they can change the overall size and shape. Be sure to push 
the vinyl down firmly so all of the soapy water is pushed out from under the template. 

3. Once the template is down, drill the holes first (the sheet metal will be more flexible and 
more difficult to cut once the large openings are cut in it). The fender will be much stiffer once 
the fenders are riveted in, so don’t worry about how flimsy it is in the interim.

4. Carefully cut along the inside of the template. When in doubt, cut less and come back to 
trim it. If you’re using a cut-off wheel, move slowly to decrease the likelihood of burning the 
paint. If you’ve left the fender in place, be sure you’re not going to cut into anything behind the 
fender (it’s unlikely there’s anything back there, but better safe than sorry). Remove the fender 
liner and look to be sure you won’t damage anything. Once you’re done cutting, remove the 
template.

5. Clean up the cut edges as necessary. Paint any bare edges, as they will rust over time. 

6. You can install the fender vents from the outside or the inside, although they’re designed 
to be mounted on the inside. If you install them from the inside, you’ll either want to be sure 
your cuts are very clean or use the included edge trim. If you use the edge trim, put it in place 
before you locate the vents to make your life a bit easier. If you mount them on the outside, 
bear in mind that additional clearancing may be necessary. 

7. Hold the vents in place and rivet them to the fenders. 

8. If you’d like, paint the chassis behind the vents to your own tastes.

9. If these are strictly for aesthetics, you can leave the fender liners in. If you would like the 
functionality they offer, trim or remove the fender liners accordingly. 

10. That’s it! Go enjoy your improved aerodynamics! 

• Step drill with 1/8” diameter (1/8” drill 
bit will work but be careful)

• Soapy water
• Touch-up paint


