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Blue Printed Front Hubs
16-1001X

Flyin' Miata

Congratulations on purchasing our blueprinted front hubs!  These should prove far 
more durable than the stock hubs, particularly in race / track situations.  The installation 
is pretty straightforward.  Here are a few things you need to know.  Please call or email 

us if you have installation questions.  Our phone number and email are below.
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WARNING: Not everyone can perform every installation. It is critical that you be 
honest with yourself, in regards to your ability. We’re more than happy to help, 

but there are only so many things we can do from the other end of a phone / 
computer. If in doubt, discuss the install with us before you dive in. Improper 

installation could cause injury and / or death!

Required tools:
• Hub/dust cap pliers
• 1/2” breaker bar
• 29mm or 1-1/8” half inch socket

Torque specs:
• 145 lb-ft

2. Be absolutely sure to VERY thoroughly clean everything.  A small amount of dirt can 
make a big difference, so be certain that the spindle is 100% clean.  This cannot 
be emphasized enough.  If there’s any corrosion on the spindle, sand it lightly with 
some emery cloth or a Scotch-Brite pad, then thoroughly clean it.

•  Small punch
•  Hammer
•  1/2” torque wrench

1. Get the front of the car in the air, then remove the wheels.  Remove the calipers by 
unbolting the mounting bracket and remove each as one assembly, there’s no need 
to disconnect the brake line.  Slide the rotors off of the hub.  If the rotor is stuck to 
the hub use a M8x1.25 bolt in the threaded hole on the rotor hat, it should pop off 
after a couple of turns.  Remove the dust cap from the center of the hub with hub/
dust cap pliers.  Using a hammer and a small punch use the groove in the spindle 
to tap out the stake in the hub nut.  Using a 1/2” breaker and 29mm socket, remove 
the hub nut and pull the old hub off. 

3. Slip the new hub into place, then torque the new nut to 145 lb-ft.  DO NOT USE A 
TORQUE GUN/IMPACT GUN FOR THIS STEP!!  Using the hammer and punch, 
stake the new nut in place. Reinstall the dust cap, sealing it with grease or RTV.

4. Repeat step 3 for the other side.
5. That’s it!  Enjoy your increased durability!


